
www.sanica.com.tr

spa
S204

Ürün Tanımı I Product Type Ürün Kodu I Product Code
SPA S204 Panelsiz I SPA S204 Without Panel 525 10 197197 003

SPA S204 Panel I SPA S204 Panel 525 10 197197 003 1 

Termal Kapak I Thermal Cover 725 10 000000 133

Kapak Taşıyıcı I Coverlift 725 10 000000 056

Gövde Panel Renk Seçenekleri I Body Panel Color Options

Barut Grisi
Coastal Gray

Servi Kırmızısı
Redwood Brown

Plaka Renk Seçenekleri I Sheel Color Options

Beyaz
White

Sterlin Gümüşü
Sterling Silver

Safir Mavisi
Shapphire

Tuscan Sun 
Tuscan Sun

See the Lucite® Brand Product Guide for a full listing of available thicknesses and colours, 
otherise if you require a different thickness or a new colour, please ask for details of the Lucite® 
make-to-order service. Please note the colours shown above may not exactly match the colours 
of Lucite® acrylic sheet. Please request a sample to see the true colour.

  
K E Y  P O I N T S

 Lucite® Continuous Cast Acrylic Sheet for Spas. 

Durability & Performance

Lucite® Spa continuous-cast cross-linked acrylic sheet is specially 
formulated for deep-draw thermoforming. It is used primarily for 
production of spas.

Lucite® Spa shows excellent processing characteristics and the 
surface quality needed to produce complex mouldings which are 
attractive and durable.

Colour inspired by nature

The colour heritage of Lucite® acrylic ensures a broad palette of 
colour choices - from natural earth tones to bright blues- along with 
remarkable textures that mimic marble and granite. From the silky 
smooth Gemstones to elegant textured Granites, it is surprisingly 
warm to the touch.

•    High mould de�nition 
•    Increased design possibilities
•    Reduced cycle time and increased throughput
•    Save energy costs (up to 15%)
•    No need to de-mask: less static generated
•    Good craze resistance
•    100% recyclable

Product Range
Available thicknesses: 3.2 & 3.4mm.
Available sheet sizes: 2286 x 2286 & 2540 x 2540mm.
Stocked colours to choose from:

L U C I T E ®  S P A

White
6064

Sterling Silver
6427

Summer Sapphire
6790

Sierra
7114

Tuscan Sun
6808

Cameo
7156

Alba
8001

Pearl shadow
8100

Winter Solstice
8027

Whispering Winds
8118

Lucite® is a registered trademark.  ©Perspex International LTD, 2019.

Winter Solstice
Winter Solstice

See the Lucite® Brand Product Guide for a full listing of available thicknesses and colours, 
otherise if you require a different thickness or a new colour, please ask for details of the Lucite® 
make-to-order service. Please note the colours shown above may not exactly match the colours 
of Lucite® acrylic sheet. Please request a sample to see the true colour.

  
K E Y  P O I N T S

 Lucite® Continuous Cast Acrylic Sheet for Spas. 

Durability & Performance

Lucite® Spa continuous-cast cross-linked acrylic sheet is specially 
formulated for deep-draw thermoforming. It is used primarily for 
production of spas.

Lucite® Spa shows excellent processing characteristics and the 
surface quality needed to produce complex mouldings which are 
attractive and durable.

Colour inspired by nature

The colour heritage of Lucite® acrylic ensures a broad palette of 
colour choices - from natural earth tones to bright blues- along with 
remarkable textures that mimic marble and granite. From the silky 
smooth Gemstones to elegant textured Granites, it is surprisingly 
warm to the touch.

•    High mould de�nition 
•    Increased design possibilities
•    Reduced cycle time and increased throughput
•    Save energy costs (up to 15%)
•    No need to de-mask: less static generated
•    Good craze resistance
•    100% recyclable

Product Range
Available thicknesses: 3.2 & 3.4mm.
Available sheet sizes: 2286 x 2286 & 2540 x 2540mm.
Stocked colours to choose from:

L U C I T E ®  S P A

White
6064

Sterling Silver
6427

Summer Sapphire
6790

Sierra
7114

Tuscan Sun
6808

Cameo
7156

Alba
8001

Pearl shadow
8100

Winter Solstice
8027

Whispering Winds
8118

Lucite® is a registered trademark.  ©Perspex International LTD, 2019.

Whispering Winds
Whispering Winds

See the Lucite® Brand Product Guide for a full listing of available thicknesses and colours, 
otherise if you require a different thickness or a new colour, please ask for details of the Lucite® 
make-to-order service. Please note the colours shown above may not exactly match the colours 
of Lucite® acrylic sheet. Please request a sample to see the true colour.

  
K E Y  P O I N T S

 Lucite® Continuous Cast Acrylic Sheet for Spas. 

Durability & Performance

Lucite® Spa continuous-cast cross-linked acrylic sheet is specially 
formulated for deep-draw thermoforming. It is used primarily for 
production of spas.

Lucite® Spa shows excellent processing characteristics and the 
surface quality needed to produce complex mouldings which are 
attractive and durable.

Colour inspired by nature

The colour heritage of Lucite® acrylic ensures a broad palette of 
colour choices - from natural earth tones to bright blues- along with 
remarkable textures that mimic marble and granite. From the silky 
smooth Gemstones to elegant textured Granites, it is surprisingly 
warm to the touch.

•    High mould de�nition 
•    Increased design possibilities
•    Reduced cycle time and increased throughput
•    Save energy costs (up to 15%)
•    No need to de-mask: less static generated
•    Good craze resistance
•    100% recyclable

Product Range
Available thicknesses: 3.2 & 3.4mm.
Available sheet sizes: 2286 x 2286 & 2540 x 2540mm.
Stocked colours to choose from:

L U C I T E ®  S P A

White
6064

Sterling Silver
6427

Summer Sapphire
6790

Sierra
7114

Tuscan Sun
6808

Cameo
7156

Alba
8001

Pearl shadow
8100

Winter Solstice
8027

Whispering Winds
8118

Lucite® is a registered trademark.  ©Perspex International LTD, 2019.

Pearl Shadow
Pearl Shadow

See the Lucite® Brand Product Guide for a full listing of available thicknesses and colours, 
otherise if you require a different thickness or a new colour, please ask for details of the Lucite® 
make-to-order service. Please note the colours shown above may not exactly match the colours 
of Lucite® acrylic sheet. Please request a sample to see the true colour.

  
K E Y  P O I N T S

 Lucite® Continuous Cast Acrylic Sheet for Spas. 

Durability & Performance

Lucite® Spa continuous-cast cross-linked acrylic sheet is specially 
formulated for deep-draw thermoforming. It is used primarily for 
production of spas.

Lucite® Spa shows excellent processing characteristics and the 
surface quality needed to produce complex mouldings which are 
attractive and durable.

Colour inspired by nature

The colour heritage of Lucite® acrylic ensures a broad palette of 
colour choices - from natural earth tones to bright blues- along with 
remarkable textures that mimic marble and granite. From the silky 
smooth Gemstones to elegant textured Granites, it is surprisingly 
warm to the touch.

•    High mould de�nition 
•    Increased design possibilities
•    Reduced cycle time and increased throughput
•    Save energy costs (up to 15%)
•    No need to de-mask: less static generated
•    Good craze resistance
•    100% recyclable

Product Range
Available thicknesses: 3.2 & 3.4mm.
Available sheet sizes: 2286 x 2286 & 2540 x 2540mm.
Stocked colours to choose from:

L U C I T E ®  S P A

White
6064

Sterling Silver
6427

Summer Sapphire
6790

Sierra
7114

Tuscan Sun
6808

Cameo
7156

Alba
8001

Pearl shadow
8100

Winter Solstice
8027

Whispering Winds
8118

Lucite® is a registered trademark.  ©Perspex International LTD, 2019.

Ölçü
Size 204x204 cm

Yükseklik
Height 90,5 cm

Toplam Jet
Total Jets 28

Kişi Kapasitesi
Person Capacity 4-5

Oturma Yeri
Seater 3

Yatma Yeri
Lounge Capacity 1

Yastık
Heardrest 3


